Pinnacle™ Balance Ap AmesburyTruth
We i g ht R a n g es Engineered Solutions. Trusted Results.

Available in 1.292" and 1.000" pocket sizes

Balance | Balance | Balance Sash Weight Balance | Balance | Balance Sash Weight
Series | Number | Length [ | ... Uplimit Series | Number | Length [ | ... Uplimit

Pinnacle 1.0 6.0 Pinnacle | 15G U/L 250 28.0
Pinnacle 08B 8 6.0 10.0 Pinnacle | 15H U/L 15 28.0 31.0
Pinnacle 08C 8 10.0 13.0 Pinnacle 16A 16 30 70
Pinnacle 09A 9 1.0 6.0 Pinnacle 16B 16 70 10.0
Pinnacle 09B 9 6.0 10.0 Pinnacle 16C 16 10.0 16.0
Pinnacle 09C 9 10.0 13.0 Pinnacle 16D 16 16.0 19.0
Pinnacle 10A 10 1.0 6.0 Pinnacle 16E 16 19.0 22.0
Pinnacle 10B 10 6.0 10.0 Pinnacle 16F 16 220 25.0
Pinnacle 10C 10 10.0 13.0 Pinnacle 16G 16 25.0 270
Pinnacle 10D 10 13.0 16.0 Pinnacle | 16H U/L 16 270 30.0
Pinnacle | 10E U/L 10 16.0 19.0 Pinnacle | 161 U/L 16 300 330
Pinnacle 1A 1" 3.0 70 Pinnacle 17A 17 3.0 70
Pinnacle 11B " 70 10.0 Pinnacle 17B 17 70 10.0
Pinnacle 11C 1 10.0 16.0 Pinnacle 17C 17 10.0 16.0
Pinnacle 11D " 16.0 18.0 Pinnacle 17D 17 16.0 19.0
Pinnacle 12A 12 3.0 70 Pinnacle 17E 17 19.0 220
Pinnacle 12B 12 70 10.0 Pinnacle 17F 17 220 240
Pinnacle 12C 12 10.0 16.0 Pinnacle 17G 17 240 28.0
Pinnacle 12D 12 16.0 18.0 Pinnacle | 17H U/L 17 28.0 31.0
Pinnacle 12E 12 18.0 20.0 Pinnacle 171 U/L 17 31.0 34.0
Pinnacle 13A 13 3.0 70 Pinnacle 18A 18 40 9.0
Pinnacle 13B 13 70 10.0 Pinnacle 18B 18 9.0 13.0
Pinnacle 13C 13 10.0 16.0 Pinnacle 18C 18 13.0 18.0
Pinnacle 13D 13 16.0 18.0 Pinnacle 18D 18 18.0 21.0
Pinnacle 13E 13 18.0 21.0 Pinnacle 18E 18 21.0 240
Pinnacle 14A 14 30 70 Pinnacle 18F 18 24.0 26.0
Pinnacle 14B 14 70 10.0 Pinnacle 18G 18 26.0 29.0
Pinnacle 14C 14 10.0 16.0 Pinnacle 18H 18 29.0 320
Pinnacle 14D 14 16.0 19.0 Pinnacle | 18I U/L 18 320 35.0
Pinnacle 14E 14 19.0 22.0 Pinnacle = 18J U/L 18 35.0 38.0
Pinnacle 14F 14 220 250 Pinnacle 19A 19 40 9.0
Pinnacle = 14G U/L 14 250 28.0 Pinnacle 19B 19 9.0 13.0
Pinnacle 15A 15 3.0 70 Pinnacle 19C 19 13.0 18.0
Pinnacle 15B 15 70 10.0 Pinnacle 19D 19 18.0 21.0
Pinnacle 15C 15 10.0 16.0 Pinnacle 19E 19 21.0 24.0
Pinnacle 15D 15 16.0 19.0 Pinnacle 19F 19 240 26.0
Pinnacle 15E 15 19.0 220 Pinnacle 19G 19 26.0 29.0

Pinnacle 15F 15 220 25.0 Pinnacle = 19H U/L 19 29.0 32.0
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Pinnacle | 191 U/L 19 320 35.0 Pinnacle 23F 23 270 30.0
Pinnacle = 19J U/L 19 35.0 38.0 Pinnacle 23G 23 30.0 34.0
Pinnacle 20A 20 5.0 10.0 Pinnacle 23H 23 340 370
Pinnacle 20B 20 10.0 14.0 Pinnacle = 23l U/L 23 370 40.0
Pinnacle 20C 20 14.0 18.0 Pinnacle | 23J U/L 23 40.0 430
Pinnacle 20D 20 18.0 220 Pinnacle = 23K U/L 23 430 46.0
Pinnacle 20E 20 22.0 26.0 Pinnacle | 23L U/L 23 46.0 490
Pinnacle 20F 20 26.0 30.0 Pinnacle 24A 24 6.0 11.0
Pinnacle 20G 20 30.0 34.0 Pinnacle 24B 24 1.0 170
Pinnacle = 20H U/L 20 34.0 370 Pinnacle 24C 24 170 220
Pinnacle | 201 U/L 20 370 40.0 Pinnacle 24D 24 22.0 25.0
Pinnacle = 20J U/L 20 40.0 43.0 Pinnacle 24E 24 250 28.0
Pinnacle | 20K U/L 20 430 46.0 Pinnacle 24F 24 28.0 30.0
Pinnacle 21A 21 5.0 10.0 Pinnacle 24G 24 30.0 34.0
Pinnacle 21B 21 10.0 14.0 Pinnacle 24H 24 34.0 370
Pinnacle 21C 21 14.0 18.0 Pinnacle = 24| U/L 24 370 40.0
Pinnacle 21D 21 18.0 22.0 Pinnacle | 24J U/L 24 40.0 43.0
Pinnacle 21E 21 220 26.0 Pinnacle = 24K U/L 24 43.0 46.0
Pinnacle 21F 21 26.0 300 Pinnacle | 24L U/L 24 46.0 490
Pinnacle 21G 21 300 34.0 Pinnacle 25A 25 6.0 11.0
Pinnacle | 21H U/L 21 34.0 370 Pinnacle 25B 25 11.0 170
Pinnacle 211 U/L 21 370 40.0 Pinnacle 25C 25 170 22.0
Pinnacle | 21J U/L 21 40.0 43.0 Pinnacle 25D 25 220 250
Pinnacle = 21K U/L 21 43.0 46.0 Pinnacle 25E 25 25.0 28.0
Pinnacle 22A 22 5.0 10.0 Pinnacle 25F 25 28.0 300
Pinnacle 22B 22 10.0 16.0 Pinnacle 25G 25 30.0 340
Pinnacle 22C 22 16.0 21.0 Pinnacle 25H 25 340 370
Pinnacle 22D 22 21.0 24.0 Pinnacle = 25| U/L 25 370 40.0
Pinnacle 22E 22 240 270 Pinnacle | 25J U/L 25 40.0 43.0
Pinnacle 22F 22 270 30.0 Pinnacle = 25K U/L 25 430 46.0
Pinnacle 22G 22 300 34.0 Pinnacle | 25L U/L 25 46.0 490
Pinnacle 22H 22 340 370 Pinnacle 26A 26 6.0 11.0
Pinnacle | 221 U/L 22 370 40.0 Pinnacle 26B 26 1.0 170
Pinnacle = 22J U/L 22 40.0 43.0 Pinnacle 26C 26 170 220
Pinnacle | 22K U/L 22 430 46.0 Pinnacle 26D 26 22.0 26.0
Pinnacle 23A 23 5.0 10.0 Pinnacle 26E 26 26.0 30.0
Pinnacle 23B 23 10.0 16.0 Pinnacle 26F 26 30.0 34.0
Pinnacle 23C 23 16.0 21.0 Pinnacle 26G 26 34.0 38.0
Pinnacle 23D 23 21.0 24.0 Pinnacle 26H 26 38.0 42.0

Pinnacle 23E 23 24.0 270 Pinnacle | 261 U/L 26 42.0 450
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Pinnacle | 26J U/L 26 450 48.0 Pinnacle 30B 30 13.0 19.0
Pinnacle = 26K U/L 26 48.0 51.0 Pinnacle 30C 30 19.0 24.0
Pinnacle | 26L U/L 26 51.0 540 Pinnacle 30D 30 24.0 29.0
Pinnacle 27A 27 6.0 1.0 Pinnacle 30E 30 290 33.0
Pinnacle 27B 27 1.0 170 Pinnacle 30F 30 330 370
Pinnacle 27C 27 170 220 Pinnacle 30G 30 370 40.0
Pinnacle 27D 27 22.0 26.0 Pinnacle 30H 30 40.0 43.0
Pinnacle 27E 27 26.0 30.0 Pinnacle = 30l U/L 30 43.0 46.0
Pinnacle 27F 27 30.0 34.0 Pinnacle | 30J U/L 30 46.0 490
Pinnacle 27G 27 34.0 38.0 Pinnacle = 30K U/L 30 490 52.0
Pinnacle 27TH 27 38.0 420 Pinnacle | 30L U/L 30 52.0 55.0
Pinnacle | 271 U/L 27 420 450 Pinnacle 31A 31 8.0 13.0
Pinnacle | 27J U/L 27 450 480 Pinnacle 31B 31 13.0 19.0
Pinnacle = 27K U/L 27 48.0 51.0 Pinnacle 3i1C 31 19.0 240
Pinnacle | 27L U/L 27 51.0 54.0 Pinnacle 31D 31 240 29.0
Pinnacle 28A 28 70 12.0 Pinnacle 3IE 31 29.0 33.0
Pinnacle 28B 28 12.0 18.0 Pinnacle 31F 31 33.0 370
Pinnacle 28C 28 18.0 23.0 Pinnacle 31G 31 370 40.0
Pinnacle 28D 28 230 28.0 Pinnacle 31H 31 40.0 430
Pinnacle 28E 28 28.0 320 Pinnacle = 31l U/L 31 43.0 46.0
Pinnacle 28F 28 320 36.0 Pinnacle | 31J U/L 31 46.0 490
Pinnacle 28G 28 36.0 40.0 Pinnacle = 31K U/L 31 490 52.0
Pinnacle 28H 28 40.0 430 Pinnacle | 31L U/L 31 52.0 55.0
Pinnacle = 28I U/L 28 43.0 46.0 Pinnacle 32A 32 8.0 14.0
Pinnacle | 28J U/L 28 46.0 490 Pinnacle 32B 32 14.0 20.0
Pinnacle = 28K U/L 28 49.0 52.0 Pinnacle 32C 32 20.0 25.0
Pinnacle | 28L U/L 28 52.0 55.0 Pinnacle 32D 32 250 300
Pinnacle 29A 29 70 12.0 Pinnacle 32E 32 30.0 340
Pinnacle 29B 29 12.0 18.0 Pinnacle 32F 32 340 370
Pinnacle 29C 29 18.0 230 Pinnacle 32G 32 370 40.0
Pinnacle 29D 29 230 28.0 Pinnacle 32H 32 40.0 43.0
Pinnacle 29E 29 28.0 320 Pinnacle = 32IU/L 32 43.0 46.0
Pinnacle 29F 29 32.0 36.0 Pinnacle | 32JU/L 32 46.0 490
Pinnacle 29G 29 36.0 40.0 Pinnacle = 32KU/L 32 490 52.0
Pinnacle 29H 29 40.0 430 Pinnacle | 32LU/L 32 52.0 55.0
Pinnacle = 29I U/L 29 43.0 46.0 Pinnacle 33A & 8.0 14.0
Pinnacle | 29J U/L 29 46.0 490 Pinnacle 33B 33 14.0 20.0
Pinnacle = 29K U/L 29 490 52.0 Pinnacle 33C & 20.0 25.0
Pinnacle | 29L U/L 29 52.0 55.0 Pinnacle 33D 33 25.0 30.0

Pinnacle 30A 30 8.0 13.0 Pinnacle 33E 88 30.0 34.0
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Pinnacle 33F 33 340 370 Pinnacle 36G 36 370 40.0
Pinnacle 33G 88 370 40.0 Pinnacle 36H 36 40.0 43.0
Pinnacle 33H 33 40.0 43.0 Pinnacle 36l 36 43.0 450
Pinnacle 33l 88 43.0 450 Pinnacle | 36JU/L 36 450 48.0
Pinnacle | 33JU/L 33 450 48.0 Pinnacle | 36KU/L 36 48.0 51.0
Pinnacle = 33KU/L 88 48.0 51.0 Pinnacle | 36LU/L 36 51.0 54.0
Pinnacle | 33LU/L 33 51.0 54.0 Pinnacle | 36MU/L 36 54.0 570
Pinnacle = 33MU/L 33 540 570 Pinnacle 37A 37 11.0 16.0
Pinnacle 34A 34 1.0 16.0 Pinnacle 37B 37 16.0 22.0
Pinnacle 34B 34 16.0 220 Pinnacle 37C 37 220 270
Pinnacle 34C 34 22.0 270 Pinnacle 37D 37 270 320
Pinnacle 34D 34 270 320 Pinnacle 37E 37 320 340
Pinnacle 34E 34 320 340 Pinnacle 37F 37 340 370
Pinnacle 34F 34 34.0 370 Pinnacle 37G 37 370 40.0
Pinnacle 34G 34 370 40.0 Pinnacle 37H 37 40.0 430
Pinnacle 34H 34 40.0 43.0 Pinnacle 371 37 43.0 450
Pinnacle 341 34 43.0 450 Pinnacle 37JUIL 37 45.0 48.0
Pinnacle = 34JU/L 34 450 48.0 Pinnacle | 37KU/L 37 48.0 51.0
Pinnacle | 34KU/L 34 48.0 51.0 Pinnacle | 37LU/L 37 51.0 540
Pinnacle = 34LU/L 34 51.0 54.0 Pinnacle | 37MU/L 37 54,0 570
Pinnacle | 34MU/L 34 540 570 Pinnacle 38A 38 11.0 16.0
Pinnacle 35A 85 11.0 16.0 Pinnacle 38B 38 16.0 22.0
Pinnacle 35B 35 16.0 220 Pinnacle 38C 38 220 270
Pinnacle 35C 85 22.0 270 Pinnacle 38D 38 270 320
Pinnacle 35D 35 270 320 Pinnacle 38E 38 320 340
Pinnacle 35E 85 320 34.0 Pinnacle 38F 38 34.0 370
Pinnacle 35F 35 34.0 370 Pinnacle 38G 38 370 40.0
Pinnacle 35G 85 370 40.0 Pinnacle 38H 38 40.0 43.0
Pinnacle 35H 35 40.0 430 Pinnacle 38l 38 430 450
Pinnacle 351 85 430 450 Pinnacle = 38JU/L 38 450 48.0
Pinnacle | 35JU/L 35 450 48.0 Pinnacle | 38KU/L 38 48.0 51.0
Pinnacle = 35KU/L & 480 51.0 Pinnacle = 38LU/L 38 51.0 54.0
Pinnacle | 35LU/L 35 51.0 540 Pinnacle | 38MU/L 38 54.0 570
Pinnacle = 35MU/L 35 54.0 570 Pinnacle 39A 39 11.0 16.0
Pinnacle 36A 36 11.0 16.0 Pinnacle 39B 39 16.0 220
Pinnacle 36B 36 16.0 22.0 Pinnacle 39C 39 220 270
Pinnacle 36C 36 220 270 Pinnacle 39D 39 270 320
Pinnacle 36D 36 270 32.0 Pinnacle 39E 39 320 34.0
Pinnacle 36E 36 320 34.0 Pinnacle 39F 39 34.0 370

Pinnacle 36F 36 34.0 370 Pinnacle 39G 39 370 40.0
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Pinnacle 39H 39 40.0 43.0 Pinnacle 42| 42 43.0 450
Pinnacle 39l 39 43.0 450 Pinnacle = 42JU/L 42 450 48.0
Pinnacle | 39JU/L 39 450 48.0 Pinnacle | 42KU/L 42 48.0 51.0
Pinnacle = 39KU/L 39 480 51.0 Pinnacle | 42LU/L 42 51.0 54.0
Pinnacle | 39LU/L 39 51.0 540 Pinnacle | 42MU/L 42 540 570
Pinnacle = 39MU/L 39 54.0 57.0 Pinnacle 43A 43 11.0 16.0
Pinnacle 40A 40 1.0 16.0 Pinnacle 43B 43 16.0 22.0
Pinnacle 40B 40 16.0 220 Pinnacle 43C 43 220 270
Pinnacle 40C 40 22.0 270 Pinnacle 43D 43 270 320
Pinnacle 40D 40 270 320 Pinnacle 43E 43 320 340
Pinnacle 40E 40 320 34.0 Pinnacle 43F 43 34.0 370
Pinnacle 40F 40 340 370 Pinnacle 43G 43 370 40.0
Pinnacle 40G 40 370 40.0 Pinnacle 43H 43 40.0 430
Pinnacle 40H 40 40.0 43.0 Pinnacle 43| 43 43.0 450
Pinnacle 40l 40 430 450 Pinnacle | 43JU/L 43 450 480
Pinnacle = 40JU/L 40 45.0 48.0 Pinnacle = 43KU/L 43 48.0 51.0
Pinnacle | 40KU/L 40 48.0 51.0 Pinnacle | 43LU/L 43 51.0 540
Pinnacle = 40LU/L 40 51.0 540 Pinnacle = 43MU/L 43 54.0 570
Pinnacle | 40MU/L 40 540 570 Pinnacle 44A 44 1.0 16.0
Pinnacle 41A 4 11.0 16.0 Pinnacle 44B 44 16.0 220
Pinnacle 41B 4 16.0 220 Pinnacle 44C 44 220 270
Pinnacle 41C 41 22.0 270 Pinnacle 44D 44 270 32.0
Pinnacle 41D 4 270 320 Pinnacle 44E 44 320 340
Pinnacle 41E 41 32.0 34.0 Pinnacle 44F 44 34.0 370
Pinnacle 41F 4 340 370 Pinnacle 44G 44 370 40.0
Pinnacle 41G 41 370 40.0 Pinnacle 44H 44 40.0 43.0
Pinnacle 41H 41 40.0 430 Pinnacle 44| 44 430 450
Pinnacle 411 41 43.0 450 Pinnacle = 44JU/L 44 450 48.0
Pinnacle | 41JU/L 41 450 48.0 Pinnacle | 44KU/L 44 48.0 51.0
Pinnacle = 41KU/L 4 48.0 51.0 Pinnacle = 44LU/L 44 51.0 54.0
Pinnacle 41LU/L 41 51.0 54.0 Pinnacle | 44MU/L 44 54.0 570
Pinnacle = 41IMU/L 41 54.0 57.0 Pinnacle 45A 45 1.0 16.0
Pinnacle 42A 42 1.0 16.0 Pinnacle 45B 45 16.0 22.0
Pinnacle 42B 42 16.0 220 Pinnacle 45C 45 220 270
Pinnacle 42C 42 220 270 Pinnacle 45D 45 270 320
Pinnacle 42D 42 270 320 Pinnacle 45E 45 320 34.0
Pinnacle 42E 42 320 340 Pinnacle 45F 45 34.0 370
Pinnacle 42F 42 34.0 370 Pinnacle 45G 45 370 40.0
Pinnacle 42G 42 370 40.0 Pinnacle 45H 45 40.0 430

Pinnacle 42H 42 40.0 430 Pinnacle 45| 45 43.0 450
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Pinnacle | 45JU/L 45 450 48.0 Pinnacle 49A 49 1.0 16.0
Pinnacle = 45KU/L 45 48.0 51.0 Pinnacle 49B 49 16.0 22.0
Pinnacle | 45LU/L 45 51.0 540 Pinnacle 49C 49 220 270
Pinnacle | 45MU/L 45 54.0 57.0 Pinnacle 49D 49 270 320
Pinnacle 46A 46 1.0 16.0 Pinnacle 49E 49 320 340
Pinnacle 46B 46 16.0 220 Pinnacle 49F 49 340 370
Pinnacle 46C 46 22.0 270 Pinnacle 49G 49 370 40.0
Pinnacle 46D 46 270 320 Pinnacle 49H 49 40.0 43.0
Pinnacle 46E 46 32.0 34.0 Pinnacle 49| 49 43.0 450
Pinnacle 46F 46 340 370 Pinnacle = 49JU/L 49 450 48.0
Pinnacle 46G 46 370 40.0 Pinnacle | 49KU/L 49 480 51.0
Pinnacle 46H 46 40.0 43.0 Pinnacle 50A 50 11.0 16.0
Pinnacle 46| 46 430 450 Pinnacle 50B 50 16.0 220
Pinnacle = 46JU/L 46 450 48.0 Pinnacle 50C 50 220 270
Pinnacle | 46KU/L 46 480 51.0 Pinnacle 50D 50 270 320
Pinnacle = 46LU/L 46 51.0 540 Pinnacle 50E 50 320 34.0
Pinnacle | 46MU/L 46 540 570 Pinnacle 50F 50 34.0 370
Pinnacle 47A 47 11.0 16.0 Pinnacle 50G 50 370 40.0
Pinnacle 47B 47 16.0 220 Pinnacle 50H 50 40.0 430
Pinnacle 47C 47 220 270 Pinnacle 501 50 43.0 450
Pinnacle 47D 47 270 320 Pinnacle | 50JU/L 50 450 48.0
Pinnacle 4TE 47 320 34.0 Pinnacle = 50KU/L 50 48.0 51.0
Pinnacle 47F 47 340 370
Pinnacle 47G 47 370 40.0
Pinnacle 47H 47 40.0 430
Pinnacle 471 47 43.0 45.0
Pinnacle | 47JU/L 47 450 48.0
Pinnacle = 47KU/L 47 48.0 51.0
Pinnacle 47LU/L 47 51.0 54.0
Pinnacle 48A 48 11.0 16.0
Pinnacle 48B 48 16.0 220
Pinnacle 48C 48 220 270
Pinnacle 48D 48 270 320
Pinnacle 48E 48 320 34.0
Pinnacle 48F 48 340 370
Pinnacle 48G 48 370 40.0
Pinnacle 48H 48 40.0 430
Pinnacle 48| 48 43.0 450
Pinnacle | 48JU/L 48 450 48.0

Pinnacle = 48KU/L 48 48.0 51.0





